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SYMBOLS AND DIMENSIONS

[Number in pamntheses refers to the oc& ation, page, or illustration where the

rs or where additional clarification may be obtained. 8

ymbols

the text. There is some duplication of symbols because of the
desire to preserve the notation used in the original papers)

are alao fl»ﬁnecf’ea
Symbol Dimensions

A L
B ..
B L=
B LT
BE .
C -
C, C L
D LT
D) el
D (u);. ..........
E, ML\T—
E. ML\T
F(0o,0/00, oo

r/a, Tt/rS)
G(a) meeo.
G(a, re/B) ...
H L
H, L
H@wp) ceeeeeoooo
J MIAT
Jo, Jo(z) oo
(@) 0 -
K LT
K LT
K -
K, K" LT~
K, LT
K, LT
Ky, .
K
Ll, Ly L
L(uy) .
M .
N, .

Description

Area (8); area of influence (145).

1/A/T/(K'/b") (95).

VT/aS: (107).

Constant (140).

Barometric efficiency of artesian
well (22).

Constant (7).

Constant of proportionality (144).

Discharge rate per unit area (151).

D (drain) function of u for constant
discharge (112).

D (drain) function of u for constant
drawdown (118).

Bulk modulus of elasticity of solid
skeleton of aquifer (20).

Bulk modulus of elasticity of water
(20).

F function of 6, 6/8, r/a, Tt/rS
(p. 49).

@ function of « (68).

G function of a, r./B (96).

Head inside well at time ¢ after
injection or removal of ‘slug”

(75).

" Head inside well at instant of

injection or removal of ‘‘slug”
(75).

H function of u, 8 (91).

Joule (9).

Bessel function of zero order, first
kind (68), (100).

Bessel function of first order, first
kind (75).

Hydraulic conductivity (13), (92).

Average hydraulic conductivity (p.
11).

Constant r;/rp, (150).

Vertical hydraulic conductivity of
confining beds (86), (92).

Radial hydraulic conductivity (102).

Vertical hydraulic conductivity (102).

Modified Bessel function of second
kind, zero order (96).

Modified Bessel function of second
kind, first order (96).

Lengths of two concentric closed
contours (137).

L (leakance) function of u, v (87).

Moisture equivalent (18).

Ratio: specific retention/moisture
equivalent (18).

Symbol

V()
w

W (u)
Yo(z)

Yi(z)

® a.n.ége:c-a

hy to hy

ErEF

Description

Flow rate (8); constant discharge
rate (19); total flow (132).

Constant discharge rate of drain per
unit length of drain (112).

Discharge of aquifer to drain per
unit length of drain (120).

Pressure (fig. 3).

Recharge rate per unit area (151).

Storage coefficient (19).

Corrected value of storage coeffi-
cient (64).

Storage coefficients of aquifer and
semipervious confining layers (92).

Early time storage coefficient (107).

Later time specific yield (107).

Specific retention (17).

Specific storage of aquifer and con-
fining beds, respectively (92).

Specific yield (16).

Surface tension of fluid (1).

Transmissivity (26), (19).

Tidal efficiency of artesian well (22).

Total volume (4).

V function of ¢ and = (103).

Rate of accretion (126).

W (well) function of u (46).

Bessel function of zero order, second
kind (68).

Bessel function of first order, second
kind (77).

Finite length (128).

Thickness of aquifer (p. 6).

Thickness of confining bed (86).

Centimeter (p. 3), (11).

Centimeter-gram-second (11).

Mean grain diameter (7).

Derivative (8).

Base of Naperian logarithms, 2.71828
(p. 19).

Foot (13).

Standard acceleration due to gravity
8).

U.S. gallon (36).

Gram.

Gallons per day (p. 6).

Gallons per minute (p. 8).

Head (8), (116), (130).

Head at node (well) 0 (128), (129).

Head at nodes (wells) 1 to 4 (fig.
26), (128).

Height of capillary rise (1).

Inch (p. 9).

Intrinsic permeability (7), (8).

Kilogram (9).



SYMBOLS AND DIMENSIONS VII

Symbol Dimensions Description Symbol Dimensions Description
1 L Length of flow (8). Um L Volume of mineral particles (4).
Ib MLT™ Pound (p. 9). v, L Volume of water retained against
m L Meter (9). gravity (17).
mm L Millimeter (p. 3). Vo L Volume of water (4).
min T Minute (36). w L Length (130).
n eeeeeee- S,+8:1/8. (108). T memeecees Variable of integration (68), (108).
Nd 0 eemmmm—enn Number of potential drops (133). z L Distance from drain to point of
ny mem————- Number of flow channels (132). observation (112).
P ML\T— __ Pressure (11). z L Coordinate in z direction (126).
q LT Rate of flow per unit area (specific | ¥ L Coordinate in y direction (126).
discharge) (8), (151). Y e Variable of integration (85), (91).
r L Radius or radial distance (1), (19). | 2 L Elevation head (99).
re L Radius of casing in interval over | 2 L Coordinate in z direction (fig. 21).
which water level fluctuates (76). | ® = oo Infinity (19).
n L Radial distance from observation | £ = -ecocooo-- Summation (128).
well to image well (148). @ s Angle (1); T¢/Srs (67), (94);
o L Radial distance from observation r2S/rd (76); (r/B)3/r28: (107).
well to pumped well (148). @ M-LT? 1/E, (21).
14 L Radius of well screen or open hole | 8 M-LT* 1/E, (21).
(76). R Tt/ret (77);
To L Radius of discharging well (67), ’ K'S) K"S,"
(139). 4_b( ‘R-E-F —KF-) (92).
8 L Drawdown (19), (114). ‘ :
8 L Residual drawdown (81). Y ML™T*  Specific weight per unit area (20).
8 L Drawdown in image well (146). A Finite difference, change in (24).
% L Abrupt change in drain level at | 8 = cooaooo-o- Partial derivative (37).
t=0 (118); abrupt change in e
water level (fig. 32). € eeeeaan z'+lexp[—an¢(x’+l)} (108).
8 L Algebraic sum of g, and s; (146).
8p L Drawdown in pumped well (146). | » ML™T™  Dynamic viscosity (10).
8w L Drawdown in discharging well (67), | ¢ ~ ---cee-ee- Porosity (4); angle (138).
(139). 0 s Angle (138).
sec T Second (9). J B eeeeaes Micro (107%) (p. 5).
t T Time since dischdrge began or | * = ---c-ee--. Variable of integration (100).
stopped (19). v L7 Kinematic viscosity (8), (10).
L7 2 Variable of integration (19);r*8/4T¢ | ™ e ?)Z::g’ £ fluid (1)
e P y of flui .
(45), (85), (91);zv/ §/4T¢ (113). Pd ML™ Density of dry sample (bulk den-
U eemmmaeea. (re/rp)2u, (149). sity) (5)
- ui/ (re/rp)* (149). - ; : :
v LT Volume of water per unit time (37). P ML M?::aize:;:x;t;)f (?; neral particles
.......... r/sW/K'/U'T (85), (86). P ML~ Density of water (18).
LT Average velocity (28). 2 Kt/8b (100), (101); variable of
v, L Volume of water drained by gravity integration (107).
(16). @ LT Potential (8).
v; L} Volume of interstices (4). V- r/b (100), (101).



GROUND-WATER HYDRAULICS

By S. W. LoHMAN .

INTRODUCTION

The science of ground-water hydrology is ¢concerned with
evaluating - the occurrerice, availability, and quality of

ground water. Although:many ground-water investigations’

are qualitative in-nature, quantitétive studies are neces:

sarily an integral part of the complete evaluation of

occurrence and availability. The worth of an aquifer as a
source-of water depends largely upon two inherent charac-
teristics—its ability to store and to transmit wafter.
Thorough knowledge of the geologic framework is
essential to understand the operation of the natural

plumbing system within it. Ground-water hydraulics is.

concerned with the natural or induced movement of water
through permeable rock formations. The principal method
of analysis in ground-water hydraulics is the application,
generally by field tests of discharging wells, of e¢quations
derived for particular boundary conditions. Prior to 1935,
such equations were known only for the relatively simple
steady flow condition, whi¢h incidentally generally does
not occur in nature. The development by Theis (1935). of
an equation for the nonsteady flow of ground water was a
milestone in ground-water hydraulics. Since 1935 the
number of equations and methods has grown rapidly and
steadily. These are described in a wide assortment of
publications, some of which are not conveniently available
to many engaged in ground-water studies. The essence of
many of these will be presented and briefly discussed, but
frequent recourse should be made to the more exhaustive
treatments given in the references cited.

The material presented herein' was adapted from the
lecture notes which I prepared for a series of five lectures
on ground-water hydraulics presented in May 1967 to‘the
students of the 1967 Ground Water School of the Australian
Water Resources Council at Adelaide, South Australia:
Problems given in the lecture notes have been changed to
examples in this report, and the solutions of these examples
are complete with tabulated data and data plots. Nine
plates and three figures of type curves are reproduced at
scales to fit readily available logarithmic or semilogarithmic
translucent graph paper, and most of the data plots also
are reproduced at scales to fit the proper type curves.

Thus, all the type curves may be used in the solution of
actual field problems.

I am indebted to the following colleagues of the Geo-
logical Survey for their.critical reviews of the lecture notes,
or the present version, or both: R. R. Bennett, R. H.
Brown, H. H. Cooper, Jr., W..J. Drescher, J. M. Dumeyer,,
P. A. Emery, J. G. Ferris, C. L. McGuinness, E. A.
Moulder, E. A. Sammel, R. W. Stallman, C. V. Theis, and
E. P. Weeks.

Before getting into ground-water hydraulics, let us
review briefly the divisions of subsurface water and some
of the fundamental properties of aquifers.

DIVISIONS OF SUBSURFACE WATER IN
UNCONFINED AQUIFERS

Unconfined aquifers composed of granular materials,
such as mixtures of clay, silt, sand, and gravel, may contain
all or part of the divisions of subsurface water shown in
figure 1. All divisions generally are present in areas of
relatively deep water table after rather prolonged dry
spells. In other areas, the divisions may be present only in
part, in order from bottom to top. Thus, beneath lakes,
streams, and some swamps, surface water is underlain
directly by unconfined ground water and the capillary
fringe is absent. In some swamps the saturated part of the
capillary fringe reaches the surface, but the unsaturated
zone i$ absent,.

SATURATED ZONE
WATER TABLE

The unconfined ground water below the water table
(fig. 1) is under pressure greater than atmospheric.

When a .well is sunk a few feet into an unconfined
aquifer, the water level remains, for a time, at the same
altitude at which it was first reached.in drilling (fig. 1),
but of course this level may fluctuate later in response to
many factors. This level is. one point on the water table,
which may be. defined as that imaginary surface within
an unconfined aquifer at which the pressure is atmos-
pheric. (See Hubbert, 1940, p. 897, 898; Lohman, 1965,
p. 92.) The water level in wells sunk to greater depths in
unconfined aquifers may stand at, above, or below the

1



2 GROUND-WATER HYDRAULICS

Pressure Zone Divigions Well
—
Gas phase, equals
t! heri
atmospheric Unsaturated
zone
Liquid phase, less
than atmospheric
Capill fri
Less than apiiiary fringe
atmospheric
|—— Atmospheric Sntzl;rn:t:ed —— Water table
Greater than Unconfined
atmospheric ground water

1 As redefined by Hubbert (1940, p. 897, 898). See also Lohman (1965, p. 92).

Fraure 1.—Divisions of subsuriace water in unconfined aquifers.

water table, depending upon whether the well is in the
discharge or recharge area of the aquifer. (See “Flowing
Wells—Unconfined Aquifers” and fig. 7.)

Unconfined aquifers containing bodies of perched ground
water above the regional water table may have repetitions
of all or part of the divisions shown in figure 1.

CAPILLARY FRINGE

The capillary fringe ranges in thickness from a small
fraction of an inch in coarse gravel to more than 5 ft in
silt. Its lower part is completely saturated, like the material
below the water table, but it contains water under less
than atmospheric pressure, and hence the water in it
normally does not enter a well. The capillary fringe rises
and declines with fluctuations of the water table, and may
change in thickness as it moves through materials of
different grain sizes. Some capillary water may be drawn
into wells by way of the saturated zone if the body of
capillary water declines into coarser material and moves
below the water table within the cone of depression of a
discharging well. The saturated part of the capillary fringe
was termed the ““zone of complete capillary saturation” by
Terzaghi (1942) and the “capillary stage” by Versluys
(1917).

UNSATURATED ZONE

The unsaturated zone contains water in the gas phase
under atmospheric pressure, water temporarily or perma-
nently under less than atmospheric pressure, and air or
other gases. The fine-grained materials may be temporarily
or permanently saturated with water under less than
atmospheric pressure, but the coarse-grained materials
are unsaturated and generally contain liquid water only
in rings surrounding the contacts between grains, as
shown in figure 2. The soil may be temporarily saturated

with soil water during or after periods of precipitation or

flooding. The unsaturated zone may be absent beneath
swamps, streams, or lakes. For a more sophisticated ac-
count of the unsaturated zone, see Stallman (1964).

CAPILLARITY

The rise of water or other fluids in tubes or in the
interstices in rocks or soil may be considered to be caused
by (1) the molecular attraction (adhesion) between the
solid material and the fluid, and (2) the surface tension
of the fluid, an expression of the attraction (cohesion)
between the molecules of the fluid.

The molecular attraction between the solid material and
the fluid depends in part upon the composition of the fluid
and upon the composition and cleanliness of the material,
and, as will be shown below, the height of capillary rise is
governed by the size of the tube or opening. Water will
wet and adhere to a clean floor; whereas it will remain in
drops without wetting a floor covered with dust.

The surface of water resists considerable tension without
losing its continuity. Thus, a carefully placed greased
needle floats on water, as do certain insects having greasy
pads on their feet.

In figure 3, the water has risen a height A, in a tube of
radius r immersed in a vessel of water. The relations shown
in figure 3 may be expressed

wr2pgh. =2nrT cosa

(MLT], (1)

where

r=radius of capillary tube,
p=density of fluid,

g=acceleration due to gravity,
h.=height of capillary rise,

T =surface tension of fluid, and
a=angle between meniscus and tube.

Note that, according to equation 1, weight equals lift by
surface tension. Solving equation 1 for &,,

(L]

he= -211 cosa
rpg

(2)

For pure water in clean glass, =0, and cos a=1. At 20°C,
T=72.8 dyne cm™, p may be taken as 1gcm~? and

F1GURe 2.—Water in the unsaturated zone.
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//
2r
/s
/
/
s
7
a
P=atmospheric |/
he — — — ~—————1 P atmospheric
— ] — — - :_ — __<—P=atmospheric
- I - - Ir_——_
—_— e — —— P>atmospheric

Fioure 3.—Capillary rise of water in a tube (diameter greatly
exaggerated).

¢=980.665 cm sec™2, whence

_ 05
r

he (Ll (3)

Surface tension is sometimes given in grams per centimeter
and for pure water in contact with air, at 20°C, its value is

TasLe 1.—Capillary rise in samples having virtually the same porosity,
41 percent, after 72 days
[From A. Atterberg, cited in Terzaghi (1942)]
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Material (mm) (cnls
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F1aurE 4.—Rise of water in capillary tubes of different diameters
(diameters greatly exaggerated).

0.074 g cm™. In order to express it in grams per centimeter,
we must divide 72.8 by ¢, the standard acceleration of
gravity; thus 72.8 dyne cm—!/980.665 cm sec™2=0.074
gem™.

From equation 3 it is seen that the height of capillary rise
in tubes is inversely proportional to the radius of the tube.
The rise of water in interstices of various sizes in the
capillary fringe (fig. 1) may be likened to the rise of water
in a bundle of capillary tubes of various diameters, as
shown in figure 4. In table 1, note that the capillary rise
is nearly inversely proportional to the grain size.

HYDROLOGIC PROPERTIES OF
WATER-BEARING MATERIALS

POROSITY

The porosity of a rock or soil is simply its property of
containing interstices. It can be expressed quantitatively
as the ratio of the volume of the interstices to the total
“volume, and may be expressed as a decimal fraction or as a
percentage. Thus

[dimensionless] (4)

where

§=porosity, as a decimal fraction,

v;=volume of interstices,

V =total volume,

v, =volume of water (in a saturated sample), and
vm=volume of mineral particles.
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Porosity may be expressed also as

g=tnPe _y M [dimensionless]

(5)

Pm Pm
where

pn=mean density of mineral particles (grain density)
and
pa=density of dry sample (bulk density).

Multiplying the right-hand sides of equations 4 and 5 by
100 gives the porosity as a percentage.

PRIMARY

Primary porosity comprises the original interstices
created when a rock or soil was formed in its present state.
In soil and sedimentary rocks the primary interstices are
the spaces between grains or pebbles. In intrusive igneous
rocks the few primary interstices result from cooling and
crystallization. Extrusive igneous rocks may have large
openings and high porosity resulting from the expansion
of gas, but the openings may or may not be connected.
Metamorphism of igneous or sedimentary rocks generally
reduces the primary porosity and may ‘virtually obliterate
it.

SECONDARY

Fractures such as joints, faults, and openings along
planes of bedding or schistosity in consolidated rocks
having low primary porosity and permeability may afford
appreciable secondary porosity. In some rocks such second-
ary porosity affords the only means for the storage and
movement of ground water. Solution of carbonate rocks
such as limestone or dolomite by water containing dis-
solved carbon dioxide takes place mainly along joints and
bedding planes and may greatly increase the secondary
porosity. Similarly, solution of gypsum or anhydrite by
water alone-may greatly increase the secondary porosity.

CONDITIONS CONTROLLING POROSITY OF
GRANULAR MATERIALS

ARRANGEMENT OF GRAINS (ASSUMED SPHERICAL
AND OF EQUAL SIZE)

If a hypothetical granular material were composed of
spherical particles of equal size, the porosity would be
independent of particle size (whether the particles were
the size of silt or the size of the earth) but would vary with
the packing arrangement of the particles. As shown by
Slichter (1899, p. 305-328), the lowest porosity of 25.95
(about 26) percent would result from the most compact
rhombohedral arrangement (fig. 5A) and the highest
porosity of 47.64 (about 48) percent would result from the
least compact cubical arrangement (fig. 5C). The porosity

B

Figure 5.—Sections of four contiguous spheres of equal size. 4,

B c
most compact arrangement, lowest porosity; B, less compact
arrangement, higher porosity; C, least compact arrangement,
highest porosity. Sketches from Slichter (1899, pl. 1).

of the other arrangenients, such as that shown in figure 5B,
would be between these limits.

SHAPE OF GRAINS

Angularity of particles causes wide variations in porosity
and may increase or decrease it, according to whether the
particles tend to bridge openings or pack together like
pieces of a mosaic.

DEGREE OF ASSORTMENT

The greater the range in particle size the lower the
porosity, as the small particles occupy the voids between
the larger ones.

VOID RATIO

The void ratio of a rock or soil is the ratio of the volume
of its interstices to the volume of its mineral particles.
It may be expressed:

. . v; Vo [/}
Void ratio= — = — = —

T [dimensionless],

(6)

m m

‘where the symbols are as defined for equation 4.

PERMEABILITY

The permeability of a rock or soil is a megsure of its
ability to transmit fluid, such as water, under a hydro-
potential gradient. Many earlier workers found that the
permeability is approximately proportional to the square
of the mean grain diameter,

k~Cd?

(], ™

where

k=intrinsic permeability,

C =a dimensionless constant depending upon porosity,
range and distribution of particle size, shape of
grains, and other factors, and

d=the mean grain diameter of some workers and the
effective grain diameter of others.
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INTRINSIC PERMEABILITY

Inasmuch, as permeability is a property of the medium
alone and is independent of the nature or properties of the
fluid, the U.S. Geological Survey is adopting the term
“intrinsic permeability,” which is not to be confused with

TABLE 2.—Relation of units of hydraulic. conductivity, permeability,
and transmisstvity
[Equivalent values shown in same horizontal lines. t indicates abandoned term]

A. Hydraulic conductivity

tField coefficient of

Hydraulic conduectivity (K) permeability (Pr)

tGallons per day per

hydraulic conduetivity as the latter includes the propertles A

fpea TR MY e
of natural ground water: Intrinsic permeability may be’ _ o,
expressed ONE  One 0.305 7.48 (,SHT3HRe0 T
3.28 Oxw1 %)4n e5
N NN (8) .1’34 _ .04 g
g(dh/ dl) (dSO/ dl) B. Transmissivity (T)
Whel‘e {Gallons per day per foot.

k=intrinsic:permeability,

g=rate of flow per unit area=0Q/4,

v=Xkinematic viscosity,

g = acceleration of gravity,

dh/dl=gradient, or unit change in head per unit
length of flow, and

de/dl=potential gradient, or unit change in potential
per unit length of flow.

From equation 8 it may be stated that a porous medium
has an intrinsic permeability of one unit of length squared
if it will transmit in unit time a unit. volume of fluid of
unit kinematic viscosity through a cross section of unit
area measured at right angles to the flow d1rect10n under
a unit potential gradient.

If ¢ is measured in meters per second, » in square meters
per second, ¢ in joules per kilogram, and ! in meters, the
unit for k is in square meters. Thus, equation 8 may be
written

{(m?) (m? sec™?)

b= ) (se0) (—T kg )

_ (m?) (m? sec™?) -

(m?) (sec) (—kg m sec~?2 m kg™ m™)

LL2].
(9)

The Geological Survey will expresskin square micrometers,
(um)2=10"22 m?=10"8 ¢m?, which is 10~ times the value
in equation 9.

The kinematic viscosity (v) is related to the dynamic
viscosity () thus

n=vp [MLT—], (10)

where p=density.

Other expressions for intrinsic permeability referred to
in the literature (table 2) involve pressure gradients rather
than'head or potential gradients and were intended mainly
for laboratory use where gas (generally nitrogen) perme-
ameters rather than water permeameters are used. Al-

Square feet per day -Square meters per day
(ft2 day-1) (m? day~1)

t(gal day ft™1)

One 0.0929 7.48
10.76 One 80.5
134 .0124 One

C. Permeability

Intrinsic permeability Darey = {Coefficient of permesbility
- _ 'm - glat 60°F.)
k== go7ai Widtpedzia LT T am

{(pm)? =10-8 cm?] [0.987 X10~8 cm?] tlgal day~! £t-2 at 60°F.]

One 1.01 18.4
0.987 One 18.2
.054 .055 One

though, as pointed out by Hubbert (1940, p. 921) “* * * this
equation is physically erroneous as an expression of
Darcy’s law, owing to the use of pressure as a potential
function * * *7’ at least one of the expressions has been
widely used, so they will be taken up briefly.

In 1930, Nutting (1930, p. 1348) defined a ‘“‘rational cgs
measure of permeability’’ then in use in his U.S. Geological
Survey laboratory, and intended for general use by the
petroleum industry, as ‘“‘the flow in cubic centimeters per
second through each square centimeter, of a fluid of 0.01
[poise] viscosity under a pressure of 1 megadyne per
centimeter * * *” Nutting doubtless meant a pressure

gradient of 1 megabarye per centimeter, or 1 megadyne

per square centimeter per centimeter. Thus corrected,
Nutting’s definition may be expressed, in centimeter-
gram-second units,

Vi

~ " ap/dl
_ (em?) (10~ dyne-sec cm™3)
(em?) (sec) (—10° dyne cm™2 em™)

! (11)

Four years later Wyckoff, Botset, Muskat, and Reed
(1934, p. 166) seemingly ignored the Nutting definition
of permeability in consistent units and proposed the darcy

=10"% cm?= (um)?

in inconsistent units, wherein the atmosphere was used in
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place of the megabarye. Thus

(cm?) (102 dyne-sec cm™2)
(cm?) (sec) (—1.0132X10° dyne cm—2 cm™!)

L.

To make matters still worse, in 1935 the American
Petroleum Institute (1942, p. 4) redefined the darcy for
adoption by the petroleum industry by changing the
volume in equation 12 from cubic centimeters to milliliters.
Inasmuch as 1 milliliter is 27 parts per million greater than
1 cubic centimeter, at ordinary temperatures, the darcy, as
redefined, embodies the doubly inconsistent units milliliter,
centimeter, and atmosphere.

darcy = —

=0.987 X 10-* cm?=0.987 (um)® (12)

HYDRAULIC CONDUCTIVITY

The Water Resources Division, U.S. Geological Survey,
is adopting hydraulic conductivity (K) in consistent units
to replace (P) the “coefficient of permeability” in the
inconsistent units gpd ft=2 (gallons a day per square
foot). K may be defined thus: A medium has a hydraulic
conductivity of unit length per unit time if it will transmit
in unit time a unit volume of ground water at the pre-
vailing viscosity through a cross section of unit area,
measured at right angles to the direction of flow, under
a hydraulic gradient of unit change in head through unit
length of flow. The suggested units are:

q
K=-va
= ft =ftdayt [LT-'], (13)
it day (—ft f6-1) ’
or
ma
K= =m day! LLT1], (14)

T m? day(—mm™)

where the symbols are as defined for equation 12. The
minus sigos in equations 13 and 14 result from the fact
that the water moves in the direction of decreasing head.
The relation of the new and old units is given in table 2.

TRANSMISSIVITY

The transmissivity (7') is the rate at which water of
the prevailing kinematic viscosity is transmitted through
& unit width of the aquifer under a unit hydraulic gradient.
It replaces the term ‘“‘coefficient of transmissibility”’ be-
cause it is considered by convention a property of the
aquifer, which is transmissive, whereas the contained
liquid is transmissible. Hence, though spoken of as a
property of the aquifer, it is a property of the confined
liquid also. It is equal to Kb, where b is the thickness of

the aquifer. In the units of equations 13 and 14, T becomes

T=ft*day!, or m?day—t  [L:T-']. (15)

The relation of the new and old units is given in table 2.

WATER YIELDING AND RETAINING
CAPACITY OF UNCONFINED AQUIFERS

SPECIFIC YIELD!

In general terms, the specific yield is the water yielded
from water-bearing material by gravity drainage, as
occurs when the water table declines. More exactly, the
specific yield of a rock or soil has been defined (Meinzer,
1923, p. 28) as the ratio of (1) the volume of water which,
after being saturated, it will yield by gravity to (2) its
own volume. This may be expressed

[dimensionless], (16)

where

S, =specific yield, as a decimal fraction,
v, =volume of water drained by gravity, and
V =total volume.

Note that the duration of the drainage has not been
specified; I suggest that it should be stated when known.
Multiplying the right-hand side of equation 16 by 100
gives the result in percent.

SPECIFIC RETENTION

The specific retention of a rock or soil with respect to
water has been defined (Meinzer, 1923, p. 28, 29) as the
ratio of (1) the volume of water which, after being satu-
rated, it will retain against the pull of gravity to (2) its
own volume. It may be expressed

[dimensionless], 17

where

S, =specific retention, as a decimal fraction, and
v, =volume of water retained against gravity, mostly
by molecular attraction.

From equation 17, it may be noted also that S,=6—8,.

MOISTURE EQUIVALENT

As used in the Hydrologic Laboratory of the U.S.
Geological Survey, the moisture equivalent of water-
bearing materials is the ratio of (1) the weight of water
which the material, after saturation, will retain against

1 See also “‘Storage Coefficient."”
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MOISTURE EQUIVALENT, IN PERCENTAGE OF DRY WEIGHT

10 -

Piper (1933) found that the relations shown in figure 6
prevail between specific retention and moisture equivalent.
Note that the ratio is essentially 1 for moisture equivalents
between 34 and 12 percent but ranges from 1 to 2.5 for
values between 12 and 2 percent.

ARTESIAN WELLS—CONFINED AQUIFERS

Confined aquifers, as the name suggests, contain ground
water that is confined under pressure between relatively
impermeable or significantly less permeable material and
that will rise above the top of the aquifer. If the water
rises above the land surface it will flow naturally. A well
drilled into such a confined aquifer is an artesian well, and
if the water rises above the land surface, it may be termed
a “flowing artesian well.” As will be shown in the next
section, however, flowing wells also may be constructed in
unconfined aquifers.

FLOWING WELLS—UNCONFINED AQUIFERS

Consider a hilly area underlain by uniformly permeable
material that receives recharge from precipitation in
interstream areas and from which water discharges into
streams. The approximate flow pattern is illustrated by the
solid lines with arrows in an idealized cross section (fig. 7) ;

20 4.0
SPECIFIC RETENTION

MOISTURE EQUIVALENT

RATIO=

Fioure 6.—Relation between moisture equivalent and specific re-
tention from Piper (1933, p. 485). Modified by A. I. Johnson.

a centrifugal force 1,000 times the force of gravity, for 2
hours at 20°C., and under 100 percent humidity, to (2)
the weight of the material when dry. Note that this ratio
is by weight, whereas specific retention is a ratio by
volume. The relation between the two concepts may be
expressed

S,=MN,£ [dimensionless], (18)

where

S, =specific retention, in percent by volume,

M =moisture equivalent, in percent by weight,
N. =ratio: specific retention/moisture equivalent,
pa=dry density of sample, and

po=density of water.

FiGURe 7.—Approximate flow pattern in uniformly permeable
material which receives recharge in interstream areas and from
which water discharges into streams. From Hubbert (1940, p.
930, fig. 45).

the dashed lines at right angles to the flow lines are lines of
equipotential. There is an infinity of flow and equipotential
lines, only a few of which are shown. Cased wells at or near
the streams reach water under greater head as the depth
increases and, as may be inferred from the horizontal
dashed lines, wells open at moderate depth will flow at the
surface. Note also in figure 7 that cased wells on the hill
reach water at progressively lower heads as the depth
increases.
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CONFINED AQUIFERS

POTENTIOMETRIC SURFACE

The potentiometric surface is an imaginary surface
connecting points to which water would rise in tightly
cased wells from a given point in an aquifer. It may be
above or below the land surface. The water table (p. 1)
is a particular potentiometric surface. Potentiometric is
preferable to the term ‘piezometric,” which was used
by many in the past.

Confined and unconfined aquifers are compared in
figure 8. The well tapping the confined aquifer in figure 8

Fraure 8.—Discharging wells in. a confined aquifer (right) and an
unconfined aquifer (left). Although the water levels in wells A
and B have declined because of pumping from the nearby well,
wells A and B remain usable; however, shallower well C has
been “dried up” by the pumping. The water levels in wells E
and F have declined because of flow from the nearby well, but
in well D, which taps a shallower aquifer, the water level is not
affected by flow from the deeper aquifer.

is a flowing well; if the pdtentiometric surface were at or
below the ground surface, however, this well would have
to be pumped. :

STORAGE PROPERTIES

Prior to 1925, confined, or artesian, aquifers were con-
sidered mainly as conduits for delivering water from re-
charge areas to distant wells or springs. They were not
thought of as having storage properties except, of course,
for volume times porosity. Confining beds generally were
thought to be wholly or relatively impermeable, whereas
they are now known to range from nearly impermeable
to moderately permeable.

In 1925 Meinzer and Hard (1925, p. 92), from studies-of
flowing artesian wells tapping the Dakota Sandstone in the
Ellendale area, South Dakota, postulated that, although in

the preceding 38 years the average rate of discharge of a
selected group of wells was 3,000 gpm, only about 500 gpm
could have been transmitted from the recharge area and
that the remaining 2,500 gpm was released from storage by
elastic compression of the aquifer as the pressure support-
ing the load gradually declined. This led to Meinzer’s
classic theory of the compressibility and elasticity of
artesian aquifers (Meinzer, 1928). It is now known also
that part of the water released from storage comes from
expansion of the water. (See also, Swenson, 1968.) It is
also’known that much of the water released by lowering of
head in some aquifers comes from inelastic compression of
silty or clayey lenses or beds within or adjacent to the
aquifers. (See “Nonelastic Confined Aquifers and Oil-
Bearing Strata.”’)

STORAGE COEFFICIENT

The storage property of confined aquifers was given
quantitative significance for the first time by Theis (1935),
who introduced the storage coefficient (S) in his classic

equation:
: f ) (e—u>
§= — — ) du [L],
47T J 2gi4pe \

s=drawdown,

Q=constant discharge rate from well,

T = transmissivity,

r=distance from discharging well to point of observa-
tion of s,

S =storage coefficient,

t=time since discharge began, and

u=variable of integration.

(19)

where

The current version of Theis’ definition (1938) of the
storage coefficient 'is: The volume of water an aquifer
releases from or takes into storage per unit surface area
of the aquifer per unit change in head. Note from the
definition that the storage coefficient is dimensionless.
The storage coefficient of unconfined aquifers is virtually
equal to the specific yield, as most of the water is released
from storage by gravity drainage and only a very small part
comes from compression of the aquifer and expansion of
the water. .
The storage coefficient of most confined aquifers ranges
from about .10~ to 102 and is about 10~® per foot of
thickness. In contrast, the specific yield of most unconfined
aquifers ranges from about 0.1 to about 0.3 and averages
about 0.2. Inasmuch as the storage coefficient of confined
aquifers generally is so small, the question might be raised
as to how much water can be released from storage. To
illustrate that large quantities of water can be so released,
assume that, in a confined aquifer having a storage co-
efficient of 2X10~4, the head declines 400 ft throughout 1
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square mile; then (2X10~¢)(4X10® ft)(2.8X107 ft?) =
2.24 X 10° ft*—a large volume of water. In the Denver
artesian basin, Colorado, the head has declined much more
than this in an area of perhaps 100 square miles.

COMPONENTS

Jacob (1940, p. 576) showed that for an elastic confined
aquifer, neglecting any release of water from the confining
beds,

1 C

S=0'yb( +

7 ) [dimensionless],  (20)

0E,
where

6=porosity, as a decimal fraction;
y=specific weight per unit area, 62.4 lb ft—3/144
in? ft—2=0.434 lb in~2 ft;
b=thickness, in feet;
E, =bulk modulus of elasticity of water, 3 X10%1b in—?
at ordinary temperatures; and
C'=a dimensionless ratio, which may be considered
unity in an uncemented granular material. In a
solid aquifer, as a limestone having tubular
solution channels, C is apparently equal to the
porosity. The value for a sandstone doubtless
ranges between these limits, depending upon the
degree of cementation.
E,=bulk modulus of elasticity of the solid skeleton of
the aquifer, as confined in situ, in pounds per
square inch.

An alternate expression of equation 20 for elastic
confined aquifers in which C may be considered unity is

S=6vb (,3+ g) [dimensionless], (21)

where

B=1/E,=3.3X10¢in? b, and
a=1/E,, in square inches per pound.

Let us consider the part of the storage coefficient that
results only from the expansion of water in a confined
aquifer having §=0.2 and b =100 ft. From equation 21, §=
6vbB8=(0.2)(0.434 1b in—2 ft~1)(100 ft)(3.3 X 10~¢ in? Ib~1) =
2.9X10-5. Although this value obviously is too small
inasmuch as it does not include the compression of the
aquifer, it is of value for comparison with the storage
coefficient determined by testing an aquifer of this porosity
and thickness. If the determined value is comparable to or
less than this computed value for water alone, obviously
the determined value is in error.

If S and other terms are known, «, the reciprocal of the
modulus of elasticity of the aquifer, can be determined

from equation 21. Jacob (1940, p. 583) showed also that

1 1
S=0vyb8 (ﬁ_ﬁ) =0vybs (ﬁ‘—f}) [dimensionless],

(22)
where

BE =barometric efficiency of artesian well, and
TE =tidal efficiency of artesian well near seacoast.

Other terms are defined for equations 20 and 21.

LAND SUBSIDENCE

ELASTIC CONFINED AQUIFERS

I (Lohman, 1961) showed that for elastic confined
aquifers for which C may be assumed to equal 1, equations
20 and 21 may be rewritten

b5,
Y .

2A1—172
z [L:M-1T?]

(23)
and that Hooke’s Law (strain is proportional to stress,
within the elastic limit) may be expressed

LL],

b
Ab= 'E— Ap (24)

8

where

Ab=change in b, in feet, and
Ap=change (generally decline) in artesian pressure,
in pounds per square inch.

Combining equations 23 and 24,

Ab=Ap (5— —Obﬁ) [L]. (25)
Equation 25 gives the amount of land subsidence, Ab, for
an elastic confined aquifer of known 8§, 8, and 8, for a given
decline in artesian pressure, Ap. For example, assume
S=2X10"*% 6=0.3, b=100 ft; Ap=1001b in~2?, and note
that it is convenient to use 1/, which equals 2.31 ft Ib—! in2.
Then, from equation 25,

Ab=10%1b in~2(2X 104X 2.31 ft Ib—! in?
—0.3X10%ftX3.3X107%in? Ib~?)
=0.04 ft (rounded).
Similarly, for b=1,000 ft, Ap=1,000 lb in~2?, S=10"%
6=0.3, Ab=1.3 ft.

NONELASTIC CONFINED AQUIFERS AND
OIL-BEARING STRATA

Clay orsilty clay beds or lenses in confined aquifers or oil-
bearing strata, and in associated confining beds, are much
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TaBLE 3.— Land subsidence in California oil and waler fields

Subsidence
Well field (ft) Through year
Wilmington oil field (see Gilluly
and Grant, 1949)_____________. 129 1966
Water fields:
Santa Clara Valley (San Jose) 13 1967
San Joaquin Valley:
Los Banos-Kettleman
Hillsarea_____._..___. 26 1966
Tulare-Waseco area______. 12 1962
Arvin-Maricopa area. ... 8 1965

! Stabilized at this amount by repressuring. This figure includes some recovery
due to repressuring.

more porous than associated sands or gravels; hence, they
contain more fluid per unit volume at a given fluid pressure.
When the pressure is gradually reduced, as by discharge of
fluids from wells, such beds slowly release fluids and under-
go nonelastic (plastic), generally irreversible, compaction.
(See Athy, 1930; Hedberg, 1936; and Poland and Evenson,
1966.) Compaction of this type is much greater than purely
elastic compression, and it has caused appreciable sub-
sidence of the land surface in both oil and water fields in
California, Texas, and elsewhere. Latest available data for
several California oil and water fields (J. F. Poland, U.S.
Geol. Survey, written commun., Oct. 27, 1967) are given
in table 3.

MOVEMENT OF GROUND WATER—-
STEADY-STATE FLOW

In steady-state flow, hereinafter referred to simply as
steady flow, as of ground water through permeable
material, there is no change in head with time. Mathe-
matically, this statement is symbolized by dh/dt =0, which
says that the change in head, dh, with respect to the change
in time, dt, equals zero. Steady flow generally does not
occur in nature, but it is a very useful concept in that
steady flow can be closely approached in nature and in
aquifer tests, and this condition may be symbolized by
dh/dt—0.

Figure 9 shows a hypothetical example of true steady
radial flow. Here steady radial flow will be reached and
maintained when all the recoverable ground water in the
cone of depression has been drained by gravity into the
well discharging at constant rate Q.

DARCY’S LAW

Although Hagen (1839) and Poiseuille (1846) found
that the rate of flow through capillary tubes is proportional
to the hydraulic gradient, Darcy (1856) seemingly was the
first to experiment with the flow of water through sand,
and he found that the rate of laminar (viscous) flow of
water through sand also i /s/ proportional to the hydraulic
gradient. This is known a8 Darcy’s law and it is generally

/

/
/
Ve

r——Q (constant)

Lake level

(constant) \
PNy '
Dischargin ! ' :\Cylindrical
well e island

-_— e -y -

Figure 9.—Hypothetical example of steady flow (well discharg-
ing at constant rate Q from a cylindrical island in a lake of con-
stant level).

expressed, by rewriting equation 13,

—_ — o — -1

1= a [(LT—]. (26)
It will be noted that K, the constant of proportionality in
Darcy’s law, is the hydraulic conductivity.

To illustrate the use of equation 26 (Darcy’s law),
assume that we wish to compute the total rate of ground-
water movement in a valley where A, the cross-sectional
area, is 100 ft deep times 1 mile wide, where K =500 ft

day~!, and dh/dl=>5 ft per mile. Then

—~51t
__ 1
Q= — (100 ft) (5,280 ft) (500 ft day™) (5,280 ft>

=250,000 ft? day~. (27)

VELOCITY

Because the hydraulic conductivity, K, has the dimen-
sions of velocity, LT-!, some might mistake this for the
particle velocity of the water, whereas, as may be seen
from equations 13 and 14, K is actually a measure of the
volume rate of flow through unit cross-sectional area. For
the average particle velocity, v, we must also know the
porosity of the material. Thus

dh
Q=vA0=—KA — a

where

v=average velocity, in feet per day, and
6=porosity, as a decimal fraction.

Other terms are defined for equation 13. Rewriting the

above equation,

- Kadn/dl
0

<

[LT-1]. (28)

For example, using the values of K and dh/dl given in
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equation 27, and assuming 6=0.2,

(500 ft day—) (=5 ft/5,280 ft)
0.2

=2.4 ft day~! (rounded).

p=
(29)

It should be stressed that the solution of equation 29 is the
average velocity and does not necessarily equal the actual
velocity between any two points in the aquifer, which may
range from less than to more than this value, depending
upon the flow path followed. Thus, equation 28 should not
be used for predicting the velocity and distance of move-
ment of, say, a contaminant introduced into the ground.

AQUIFER TESTS BY WELL METHODS—
POINT SINK OR POINT SOURCE

STEADY RADIAL FLOW WITHOUT
VERTICAL MOVEMENT

The first mathematical analysis of steady flow, using a
discharging well, was made by Dupuit (1848), who made
the important assumption that within the cone of depres-
sion of a discharging well the head is constant throughout
any vertical line through the water body and therefore is
represented by the eleyation of the water table. Actually,
this is true only in confined aquifers having uniform
hydraulic conduectivity and having a fully penetrating dis-
charging well, or in confined aquifers remote from the
discharging well. Nevertheless, methods based upon this
assumption can be applied satisfactorily when certain
precautions are taken.

Much of the mathematical analysis of Dupuit was
repeated by Adolph Thiem (1887), but it remained for his
son Giunther Thiem (1906) to develop a readily usable
solution, by determining that the Dupuit-Thiem methods
could be applied to any two intermediate points on the
cone of depression of a discharging well to determine the
hydraulic conductivity of the aquifer. As will be shown
later, it is now known that many more points may be used.

In order to derive the Thiem equation and show its
relation to Darey’s law, let figure 10 represent half the
cross section of the cone of depression in an unconfined
aquifer around well A that has been pumped at constant
rate Q long enough that steady flow is being closely
approached, and the quantity of water still draining from
storage is negligible compared with the quantity of water
moving toward well A. Although figure 10 depicts an
unconfined aquifer, the method is applicable also to con-
fined aquifers. If the material is reasonably homogenous,
and if the base of the aquifer and the undisturbed water
table are assumed to be parallel and horizontal; then, by
the law of continuity, and provided that changes in storage
are negligible compared to Q, virtually equal quantities of

Q
4 : —— Ql ——— Qt
A B c
Land surface
Water table
-8,
8, [
\eue
A
?"6‘
h, h
e b
r he
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T g

L1177/ 777777777777 7777

Ficure 10.—Half the cross section of the cone of depression around
a discharging well (A) in an unconfined aquifer.

water are discharged from well A (Q) and flow radially
toward well A through any two concentric cylinders within
the cone of depression, as at observation well B (Q;) at
radius r; or at observation well C (Q,) at radius r,. Thus
Q~Q1~Q,. Under these assumed conditions Darcy’s law
may be expressed as a first-order ordinary differential
equation in eylindrical coordinates

[L*T1]).

dh
wrh o (30)

Separating variables,

dr 2rK

Integrating between r; and ry, by and hy,

/"’(ﬁ _ 21K M

hdh,
r1 r Q (3%

hence

log. =2 =
Ze " - Q 2
Converting to common logarithms and solving for K,
_ 2.30Q lOglo 7'2/7'1
W(h22—h12)

2 27K [h22—h12]

K= [(LT]. (31)

In confined aquifers (where there is no unwatering) or in
thick unconfined aquifers (where s is negligible compared
to b), he+h, may be assumed equal to 2b. Then, as
ht—hi= (hg+hy) (he—hy), ha—hi=8,—s,, and T=Kb,
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equation 31 may be rewritten

_ 230Q ].Oglo 7'2/7'1

T= 2m (81— 82)

[L2T-]. (32)

Equations 31 and 32 are forms of the Thiem equation,

and later it will be shown how equation 32 can be derived

also as a special solution of the nonsteady flow equation.

In thin unconfined aquifers, in which s is an appreciable
proportion of b, Jacob (1963a) showed how to correct the
drawdowns (s, and s;) to the values that would have been
observed had there been no diminution in saturated thick-
ness {as in a confined aquifer of thickness b). Note from
figure 10 that hy=b—s;, and hy=b—s,. Substituting these
values in equation 31 and, for convenience, multiplying
both sides of the equation by 2b,

o 2.30Q logo r2/m
[W-2bsz+822) ol U 2bsl+sl2)]
27b
2b
and
e 2.30Q) logy 72/m1 [L2T1].  (33)

T 2n[(s1—8:2/2b) — (s2—s22/2b) ]

In equations 32 and 33 note that a straight line should
result when values of log, r are plotted at logarithmic
scale. against corresponding values of s or s—s%/2b at
arithmetic scale. Thus, when using semilogarithmic paper,
equations 32 and 33 may be written, respectively,

__ 2300 —_
B 2wAs/Alog 7 (211 (34.)
and
T= 2.309 [LT1].  (35)

" 2rA(s—s2/2b) /Alogy

As or A(s—s?/2b) is taken over one log, cycle of 7, for
which Alogyo 7 is 1. Equation 34 is used for tests in confined
aquifers.

To my knowledge the first pumping test by the Thiem
method made by a. member of the U.S. Geological Survey
was in 1929 by R. M. Leggette (1936, p. 117-119) at
Meadville, Pa., and this may well have been the first one
made in the United States. The method was thoroughly
investigated and validated in 1931 by Wenzel (1936), who
ran two elaborate Thiem tests near Grand Island, Nebr.,
and by Theis (1932, p. 137-140), who made a test by this
method at Portales, N. Mex., in 1931 and two more tests
in the same area in 1932 (Theis, 1934, p. 91-95). The
fourth locality tested by this method was near Elizabeth
City, N.C., by me (Lohman, 1936, p. 42-44) in the spring
of 1933. Three additional Thiem tests were made in

Nebraska in the fall of 1933 by Wenzel (1942), and I made
an 18-day test, the longest known to me, by this method
near Wichita, Kans., in 1937. (See Wenzel, 1942, p. 142-
146; Williams and Lohman, 1949, p. 104-108; Jacob,
1963a, p. 249-254.)

EXAMPLE

Use of the Thiem method as modified by Jacob for thin
unconfined aquifers may be demonstrated from data
(table 4) obtained in the 18-day pumping test mentioned
above (given in Wenzel, 1942, p. 142; Williams and
Lohman, 1949, p. 104-108; and Jacob, 1963a, p. 249-254).
The discharge, @, was held virtually constant at 1,000-£7
gpm for nearly 19 days, when lightening tripped the
circuit breaker and stopped the test. The well tapped
unconfined alluvial sand and gravel, and the initial
saturated thickness, b, was 26.8 ft. Table 4 gives the data
for six observation wells out of a total of 22 at the end of
18 days; three of the wells were on a line extending north
from the pumped well, and three were on a line to the
south. Wells N-3 and S-3 were planned to be 200 ft from
the pumped well, but a property line made it necessary to
reduce the distance to 190 ft. Inasmuch as the drawdown
correction (s2/2b) ranges from about 0.2 to 0.65 ft, it is
necessary to use the corrected drawdowns given in the
last column. In figure 11, the corrected drawdowns in the
six observation wells are plotted on the linear scale
against the radial distance on the logarithmic scale, then a
straight line is drawn through the three graphic average
points (x). Graphic rather than arithmetic averages
should be used, because if one of the six drawdown values
is spurious for some geologic or other reason, this point may
be ignored in drawing the straight line. Note that, although
two points determine a straight line, it is much more
conforting to have three or more points that fall on
or close to a straight line.

Using the slope of the straight line and other data given,
T is computed from equation 35:

__ (2.30) (1,000 gal min™") (1,440 min day—!)
(2) (7.48 gal ft—3) [ — (4.05 t—0.65 ft) ]

=20,700 ft? day—. (36)
TaBLE 4.—Data for pumping test near Wichita, Kans.
r 72 8 82/2b 8—381/2b
Line Well (ft) (ft2) (ft) (ft) (ft)

North________ 1 49.2 2,420 5.91 0.65 5.26
2 100.7 10,140 4.58 .39 4.19

3 189.4 35,900 3.42 .22 3.20

South_ _.____. 1 49.0 2,400 5.48 .56 4.92
2 100.4 10,080 4.31 .35 3.96

3 190.0 36,100 3.19 .19 3.00
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F1oure 11.—Semilogarithmic plot of corrected drawdowns versus radial distance for aquifer test near Wichita, Kans.

Later (see “Storage Coefficient’”), it will be shown how
figure 11 may be used to determine the storage coefficient.
Column 4 (?) is included in table 4 so that the data may
be used also in the Theis equation, which gives the same
value for T as equation 36, thus indicating that steady
flow had been closely approached as far away as 190 ft
after 18 days of pumping.

A good arrangement of observation wells for aquifer
tests by the Thiem method, particulafly for thin uncon-
fined aquifers, was suggested to me by the late C. E. Jacob
(written commun., Jan. 28, 1946) and was used success-
fully in 39 tests in the San Luis Valley, Colo. (Powell, 1958,
table 6, p. 130-133). Three pairs of observation wells are
put down along a straight line on one side of the pumped
well extending in any convenient direction from the
pumped well and spaced at distances of 15, 2b, and 4b from
the well (where b is the initial saturated thickness of the
unconfined aquifer). One observation well of each pair is
cased to the bottom of the aquifer; the other extends just

below the cone of depression created by the pumped well.
The drawdowns or corrected drawdowns in the six observa-
tion wells are plotted on semilogarithmic paper, and
graphic averages are used to determine the position and
slope of the straight line, as shown in figure 11. This
arrangement is an effective means of correcting for partial
penetration (see p. 35) of the aquifer by the pumped well
and for local inhomogeneities along this line in the
aquifer. (See also Jacob, 1936.)

PARTIAL DIFFERENTIAL EQUATIONS FOR
RADIAL FLOW

Figure 12 represents two cylindrical sections of a con-
fined aquifer of thickness b and radii » and r+dr, respec-
tively, from which a central well is discharging at constant
rate Q. Let the gradient across the annular cylindrical
section of infinitesimal thickness dr, between points h, and
hy on the potentiometric surface, be 94/dr. Then, according
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to R. W. Stallman (written commun., Feb. 1967),

av aQ oh
—_—— — — = —_— 3—1
5 ™ dr=2xr8 3 dr  [I*TY], (37)
in which
v . .
T change in volume of water between h; and h;, with
time,

3 : ' .
5Q =change in rate of flow between A and h,, with
r distance,

oh

bl change in head between k; and hy, with time, and

S=storage coefficient.

The expression of Darcy’s law in equation 26 may be
altered to the form
=—2xTr Oh [L*T1], (38)
ar
in which T=Kb, b replaces h, and 8h/dr, the partial

derivative, replaces dh/dr. Differentiating equation 38
with respect to dr,

a—Q- =—=27T
ar T
dr oh h
—_ — — 2—-1
2xT (ar o +r o [LT-1]. (39)

Combining equations 37 and 39, we obtain

ah o%h oh
T(= 28Y = — .
2r (61‘ +r 61‘2) 2mrS v

Dividing both sides of this equation by 2xTr, we obtain
16h b Soh

r ar wm Tat

(L], (40)

ar  Tat

which is the partial differential equation for nonsteady
radial flow. For steady radial flow, dh/9t=0, and equation
40 becomes

10h %
o4 == -1]. 41
+52=0 1] (41)
Note that when 8h/dt=0, the entire right-hand member
of equation 40 is zero; this indicates that there are no
changes in storage in the aquifer. Equation 41 may be

expressed also in ordinary differentials,

Q

+ h, _Potentiometric
| g surface

| 77

=7 RN
/}/ NN
A j
- \i\\ ////l/
S~ e
S===po===F I
| |
| |
| |
: |
r(—r—>| fe————dr

Fioure 12.—Cylindrical seotions of a confined aquifer.

For the benefit of those who have difficulty in visualizing
the meaning of the differential terms in equation 41, let us
multiply both sides of this equation by r to reduce it to the
dimensionless form

oh 3%

5+ 3ar=0 (42)

In figure 13, the curve represents a part of the cross seetion

Figure 13.—Sketch to illustrate partial differential equation for
steady radial flow.
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of a cone of depression in which steady radial flow has been

61 1 61 9

be the slopes of the curve at each end of radial distance
Ar; then note that the difference in the two slopes, repre-
sented by dashed tangent lines, is graphically equal to the
change in slope over distance Ar, represented by the arc
labeled

3%h

o

Stated mathematically,

()-(2)- 2
or or or?
oh 9%h
(5) ( 61') + P Ar=0.

Equation 43 is equivalent in form to equation 42 when
applied over distance r.

I have not found a practicable way to portray graphically
the meaning of equation 40, but it may help to note that
the

or

(43)

oh
S —
= at

in the right-hand member represents the change in storage
per unit area of the aquifer, as the head changes with time.

NONSTEADY RADIAL FLOW WITHOUT
VERTICAL MOVEMENT

CONSTANT DISCHARGE

In 1935 C. V. Theis introduced equation 19 with the
agsistance of C. I. Lubin, who developed the equation for a
continuous point source for the heat conduction problem.
Equation 19 is a solution of equation 40 for constant
discharge that involves the following assumptions, stated
by Theis (1935): (1) the aquifer is homogeneous and
isotropic, (2) the water body has infinite areal extent
(practically its boundaries are beyond the effects of the
well in the time considered), (3) the discharging well
penetrates the entire thickness of the aquifer, (4) the
well has an infinitesimal diameter (of no practical sig-
nificance for periods of pumping longer than a few minutes)
and (5) the water removed from storage is discharged
instantaneously with decline in head. Thus, the assumption
of a constant coefficient of storage has been added to the

assumptions of homogeneity, isotropy, and complete well
penetration which characterize the steady state equations
that have been given so far. The assumption of a constant
coefficient of storage, which is used in all the transient
flow equations that have been developed (there are a few
exceptions where modifications of the assumption are
explicitly stated), is of doubtful validity, especially when
applied to unconfined water bodies. The justification for
this assumption is entirely empirical; it has been applied
with some success for some decades, and deviations from
it involve generally complex numerical computations.
The student should be wary of many solutions for Darcian
flow that do not explicitly state the tacit assumptions
made.

Equation 19 cannot be integrated directly, but its value
is given by the infinite series in the following equation:

_ _Q_[ _ e ]
=7 0.577216 —log, u+u 7 2,-{-3 31 ,
(L], (44)
where
_s [di ionless] 45
U= I imensionless ], (45)

which is the lower limit of integration in equation 19; the
value of the series is commonly expressed as W (u)—the
well function of . Values of W(u) for values of u from
10-% to 9.9 are tabulated in Wenzel (1942, p. 89), in
Ferris, Knowles, Brown, and Stallman (1962, p. 96, 97),
and are given in table 5. For given values of w and W (u), T
may be determined from

T= Q W (u) LT, (46)
4rs
and S may be determined by rewriting equation 45,
4Ttu 4Tu . .
= o W [dimensionless].  (47)

C. V. Theis (Wenzel, 1942, p. 88, 89) devised a simple
graphical method of superposition that makes it possible
to obtain solutions of equations 46 and 47. Selected values
of W (u) versus u from table 5 were plotted on logarithmic
graph paper to form the type curve shown in figure 14.
Equations 46 and 47 may be rearranged to obtain

§= [4QT] W (u)

or

logu s = [IOglo < ]+lowa(u> (L], @8)



GROUND-WATER HYDRAULICS

TaBLE 5.—Values of W(u) for values of u between 107 and 9.9
[From Ferris, Knowles, Brown, and Stallman (1962, p. 96)]

e
%
5
%
5
2
5

NX10-18 N1~ X10-190 NX10-0 NX10-8 NX10-T NX10- NX10-% NXI10< NX10-8 NXI10-2 NX10-t

CHASPNRWN~D OCOANRABRRND ORIDPABRWN-D OOUSNEWN~O CRVIRNARWNRIND DOVINAWN~D CRTDRNBUWN =D ©RTDNBLON =D  ©00 TR R OID —D

POOPOLOOOD EPPPPPPIPWRP NNNNNNNNNN SOOOOOOODO OO ARRAA SRR KOOMMOWWHE PONIONIOIOIOIIIIND e e e e et i e

33.9616 31. 6580 29. 3664 27.0538 24.7512 22.4486 20.1460 17.8435 15.5409 13,2383 10.0357 8.6332  6.3315  4.0379  1.8229
33. 8662 31, 5637 20. 2611 26,0585 24.6650 22,3533 20,0507 17.7482 15.4456 13.1430 10.8404 8.5379 6.2363 3.9436 1.7371
33.7792 31.4767 29,1741 28.8716 24.6680 22,2883 10.9637 17.6611 15.3586 13.0560 10.7534 8.4509 6.1464 3.8576  1.6596
33, 6992 31. 3968 20.0940 26.7914 24.4880 22.1863 10.8837 17.5811 15.2785 12,9750 10.6734 8.3709  6.0605 3.7785  1.5889
33. 6251 31,3225 29,0199 26,7173 24.4147 22,1122 10.8086 17.6070 15.2044 12,9018 10.5093 8.2068 59955 3.7064  1.5241
33. 5561 31. 2535 28. 9509 26.6483 24.3458 22.0432 10.7408 17.4380 15.1354 12,8328 10.6303 8.2278  5.9266 3.6374  1.4645
33. 4916 31,1860 28, 8864 26,5838 24.2812 21.9786 19.6760 17.3735 15.0709 12,7683 10.4657 81634  5.8621  3.5739  1.4092

33. 4309 31,1283 28. 8258 26.5232 24,2208 21.0180 19.6154 17.3128 15.0103 12.7077 10.4051 8.1027 58016 3.5143  1.3578
33.3738 31.0712 23. 7 26.4650 24.183¢ 21.8608 19.5583 17.2557 14.9531 12.6505 10.3479  8.0455 5.7446  3.4581  1.3089
33.3197 31.0171 28,7146 26.4119 24.1094 21.8088 19.5042 17.2016 14.8080 12.5964 10.2039 7.99156  5.6506 3.4050  1.2649
33. 2684 30. 9658 28. 6632 26.3607 24.0581 21.7555 19.4520 17.1503 14.8477 12,5451 10.2426 7.9402 5.6394  3.3547  1.2227
33. 2196 30.9170 28,6145 26.3119 24.0093 21.7087 19.4041 17.1015 14.7980 12,4984 10.1938  7.8914  5.5007 3.3060  1.1829
33.1731 30. 8705 28. 6679 26.2653 23.0628 21.6602 19.3576 17.0560 14.7524 12.4498 10,1473 7.8449  5.5443 3.2614 1.1454
33,1286 30. 8261 28, 6235 26.2209 23.9183 216157 19.3131 17.0106 14,7080 12.4054¢ 10.1028 7. 5.4999 3.2179 1.1

33.0861 30. 7835 28. 4809 26.1783 23.8768 21.5732 19.2708 16. 4. 12.3628 10. 7.7679  5.4575 3.1763  1.0762
33.0453 30. 7427 28. 4401 26.1376  23.8349 19. 16.9272 14.6246 12.3220 10.019¢ 7.7172  5.4167 3.1365 1.0443
33. 0060 30. 7035 28, 4009 26.0083 23,7057 21.4931 19.1805 16.8880 14.5854 12.2828 9.9802 7.6779 63776 3.0083 1.0139
32. 9683 30. 6657 28..3631 26.0606 23.7580 21.4554 19.1528 16.8502 14.5476 12.2450 0.9425 7.6401  5.3400  3.0615 . 9849
32,9319 30. 6294 28.3268 26.0242 23.7216 21.4180 19.1164 16.8138 14.6113 12.2087 0.8061  7.6038  5.3037  3.0261 . 8573
32,8968 30. 5943 28. 2017 25,9801 23.6865 21,3839 10.0813 16.7788 14.4762 12.1736 0.8710  7.5687  5.2687  2.9920 . 9309
32.8629 30. 5604 28.2578 25.09552 23.65286 21.3500 10.0474 16.7440 14.4423 121307 0.8371  7.5348 52340  2.9501 . 8057
32.8302 30. 5278 28. 2250 25.9224 23.6108 21.3172 10.0146 16.7121 14.4005 12,1060 9.8043  7.5020  5.2022 29273 . 8815
32. 7984 30. 4058 28,1932 25.8007 23.5880 21.28556 18.0820 16.6803 14.3777 12,0751 9.7726  7.4703  5.1708  2.8965 . 8583
32.7676 30. 4651 28.1625 25.8599 23.5573 21.2547 18.9521 16.6495 14.3470 12.0444 9.7418 7.4395 5.1389  2.8668 . 8361
32.7378 30. 4352 28,1328 25, 23.5274 21.2240 18.9223 16.6197 14.3171 120145 9.7120 7.4 5.1102  2.8379 8147
32.7088 30. 4062 28.1036 25.8010 23.4085 21.1050 18.8933 16.5807 14.2881 11.9855 9.6830  7.3807  5.0813  2.8099 . 7942
32. 6806 30. 3780 28. 075, 25.7720 23.4703 21.1677 18.8651 16.5626 14.2599 11.9574  9.65648 7.3526  5.0532  2.7827 L7746
32.6532 30. 3508 28.048 25.7455 23.4420 21,1403 18.8377 16.5351 14.2325 11.9300 9.6274  7.3252  5.0250  2.7563 . 7554
32. 6266 30. 3240 28.0214 25.7188 23.4162 21.1138 18.8110 16.5085 14.2050 11.9033 9.6007 7.2085 4.9993 2 7306 . 7371
32.6006 30. 2980 27. 89! 25.6028 23.3902 21.0877 18.7851 16.4825 14.1789 11.8773 9.5748 7.2726 4.9735 2.7058 . 7194

32. 5753 30.2727 27.9701 25.6675 23.3649 21.0623 18.7598 16.4572 14.1548 11.8520 9.5405 7.2472  4.0482  2.6813 7024
32. 5506 30. 2480 27.9454 25.6428 23.3402 21.0376 18.7351 16.4325 14.1209 11.8273 9.548  7.2225 4.9236  2.6576 . 6859
32, 5265 30. 2239 27.9213 25.6187 23.3161 21.0136 18.7110 16,4084 14.1058 11.8032 9.5007  7.1985  4.8997  2.6344 . 6700
32,5029 30. 2004 27.8978 25.5952 23.2028 20.0600 18.6874 16.388¢ 14.0823 11.7797 9.4771 7.1740  4.8762  2.6119 . 6546
32.4800 30.1774 27. 8748 25,5722 23.2698 20.8870 18.6644 16.3619 14.0593 11.7567 9.4641  7.1520  4.8533  2.5899 . 6397
32,4575 30. 1549 27.8523 25.5407 23.2471 20.9446 15.6420 16.3304 14.0368 11.7342 9.4317 7.1205 4.8310  2.5684 . 6253
32. 4355 30.1329 27.8303 25,5277 23.2252 20.9226 18.6200 16.3174 14.0148 11.7122 9.4007 7.1076  4.8091  2.5474 .6114
32.4140 30.1114 27. 8088 25,6062 23,2037 20.9011 18.5985 16.2050 13.9933 11,6007 9.3882  7.0860 4.7877  2.5268 . 2219

32.3929 30. 0904 27.7878 25.4852 23,1826 20.8800 18.5774 16.2748 13.9723 11.6697 9.3671  7.0650 4.7667  2.5068 . 5848
32.3723 30. 0607 27.7672 25.4646 23.1620 20.8604 18.5568 16.2542 13.9516 11.6491 9.3465 7.0444 4.7462  2.4871 . 6721
32.3521 30. 0485 27, 7470 25.4444 23,1418 20.8392 18.8366 16.2340 13.9314 11.6289 0.3283 7.0242 4.7281 2467 .

32.3323 30.0207 27.7211 25.4246 23.1220 20.8194. 18.5168 16.2142 13.9116 11.6091 0.3065 7.004¢ 4.7 2. 4401 . 5478
32.3129 30.0103 27.7077 25.4051 23,1026 20.8000 18.4974 16,1948 13.8022 11.5808 0.2871 6.9850  4.6871  2.4308 . 5362
32. 2039 29,9913 27. 6887 25.3861 23.0835 20.7809 18.4783 16.1758 13.8732 .11.5706 9.2681  6.9850  4.6681  2.4126 . 5250
32,2752 29. 9726 27.6700 25.3674 23.0648 20.7622 18,4508 16.1571 13.8545 11.5519 0.2494¢  6.9473  4.6495  2.3948 . 5140
32. 2568 29, 9542 27.6516 25.3401 23.0465 20.7439 18.4413 16.1387 13.8361 11.5336 9.2310 6.9280 4.6313 2.3775 . 5034
32.2388 29. 9362 27.6336 25.3310 23.0285 20.7259 18,4233 16.1207 13.8181 11.5155 9.2130 6.9109 4.613¢ 23604 . 4930
32.2211 29, 9185 27. 6159 25,3133 23.0108 20.7082 18.4056 16.1030 13.8004 11.4978 0.1953 6.8932  4.5958 2 3437 . 4830
32,2037 20. 6011 27. 5985 25.2950 22,9034 20.6008 18.3882 16.08566 13.7830 11.4804 9.1770  6.8758 4.5785  2.3273 .4732
32.1866 29. 8840 21. 6814 25.2789 22,9763 20.6737 18.3711 16.0685 13.7659 11.4633 9.1608 6.8588  4.5616 23111 . 4637
32.1698 29. 8672 27. 5646 25.2620 22.9596 20.6569 18.3543 16.0517 13.7491 11.4465 9.1440  6.8420 5448  2.2053 . 4544
32.1533 29, 8507 27. 5481 25. 24556 22,9429 6403 18.3378 16.0352 13.7326 11.4300 9.1275  6.825¢4 5283 22797 . 4454
32.1370 20. 8344 27.5318 25.2203 22,0267 20.6241 18,3216 16.0189 13.7163 11.4138  9.1112  6.8092 65122 2.2645 . 4368
32.1210 29. 8184 27. 5168 25,2133 22.9107 20,6081 18.3055 16.0029 13.7003 11.3978  ©.0852 6. 7932 4963  2.2404 . 4280
32.1053 29. 8027 27. 5001 25,1976 22,8049 20.5023 18.2808 150872 13,6846 11.3820 9.0796  6.7775 4806  2.2346 . 4197
32.0898 29, 7872 27. 4846 25.1820 22.8794 20.5768 18.2742 15.9717 13.6601 11.3665 9. 6. 7620 4652 22201 4115
32,0745 29,7719 27. 4693 25.1667 22.8641 20.5616 18.2560 159564 13.6538 11.3512  0.0487  6.7467 4501 . 4036
32.0595 29. 7569 27. 4543 25.1517 22.8491 20.5465 18.2439 16.9414 13.6388 11.3362 9.0337  6.7317 4351 21917 . 3059
32.0446 20. 7421 27. 4395 25,1369 22.8343 20,6317 18.2201 15.9265 13,6240 11.3214 9.0189  6.7169 4206 21779 3883
32.0300 29.7275 27.4249 25.1223 22.8197 20.5171 18.2145 15.9119 13.609¢4 11.3608 9.0043  6.7023. 4050 21643 3810
32.0156 29. 7131 27.4105 25.1079 22 8053 20.5027 18.2001 15.8976 13.5950 11.2924 B8.0800  @.6879 3916  2.1508 3738
32.0015 29. 6989 27. 3963 25.0937 22.7011 20.4885 18,1860 15.8834 13.5808 11.2782 8.9767  6.6737 3776 2.1378 3663
31. 9875 29. 6849 27,3823 25.0797 22,7771 20.4746 18.1720 15.8694 13.5668 11.2642 8.8617  6.6598 3636  2.1246 3509

31.9737 29. 6711 27. 3685 25.0659 22.7633 20.4608 18.1582 15.8566 13.5530 11.2504 8.0479  6.6460
31. 9601 29. 6575 27,3649 25.0523 22,7497 20.4472 18,1446 158420 13.6394 11.2368 89343  6.6324
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31,0074  20.6048  27.3023  24.9997 22.6971 20.3946 18.0919 157893 13.4868 11.1842 8.8817  6.5798
31.8047  20.5921  27.2895  24.9869 22.6844 20.3818 18.0792 157766 13.4740 11.1714 88689

31. 8821 29. 5795 27. 2769 24.9744 22,6718 20.3692 18.0886 15.7640 13.4614 11.1580 8.8583  6.5545
31. 8697 29. 5671 27. 2645 24.96190 22,6504 20.3568 18,0543 15.7518 13.4480 11.1464 8.8439 6. 5421
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31.8333 29. 5307 27. 2282 24,9266 22.6230 20.3204 18.0178 15.7152 13.4126 11.1101 8.8076  6.5057 2107  1.9820 . 2881
. 3 1980  1.9711 . 2840

1 29. 5072 27. 2046 24.9020 22.59956 20.2969 17.9943 15.6917 13.3801 1 8.7840  6.4822 1874  1.9804 . 2780
31. 7982 29. 4957 27,1931 24.8805 22.5879 20.2853 17.9827 15.6801 13.3776 11.0750 8.7725 .6.4707  4.1759  1.9498 . 2742
31. 7868 29. 4842 27.1816 24.8790 22,5765 20.2739 17.9713 15.6687 13.3661 11.0835 8.7610 6.4502 4.1646  1.9393 . 2694
381.77556 29.4729 27.1703 24.8678 22.5662 20.2628 17.9800 15.6574 13.3548 11.0523 8.7407 6.4480 4.1534  1.9280 . 2647
31. 7643 29. 4618 27,1592 24.8568 22.5540 20.2514 17.0488 156462 13.3437 11.0411 8.7386 6.4368 4.1423 1.9187 . 2602
31,7533 29. 4507 27. 1481 24,8455 22,5420 20.2404 17.0378 15.6352 13.3328 1l. 8.7276  6.4258 4.1313  1.9087 . 2557
31. 7424 29. 4398 27.1372 24.8346 22,5320 20.2204 17.9268 15.6243 13.3217 11.0191 8.7168 6.4148 4.1205 1.8087 2513
31.7315 29, 4240 27.1264 24.8238 22,5212 20.2186 17.9160 15.6135 13.3109 11.0083  8.7058 4.1098  1.8888 . 2470
31. 7208 29. 4183 27.1187 24.8131 22,5106 20.2079 17.9053 15.6028 13.3002 10.9976 8.6051 6.3934 4.0992 1.8701 2429
31.7103 29. 4077 27.1054 24.8025 22,4999 20.1973 17.8048 15.5922 13.2806 <ns1:XMLFault xmlns:ns1="http://cxf.apache.org/bindings/xformat"><ns1:faultstring xmlns:ns1="http://cxf.apache.org/bindings/xformat">java.lang.OutOfMemoryError: Java heap space</ns1:faultstring></ns1:XMLFault>